NODE MATCHING IN A DYNAMIC, DECENTRALIZED ENVIRONMENT 



FIELD OF THE INVENTION 

The present invention relates generally to acts of becoming associated with another, 
and more particularly, to a method for matching communicable nodes in protein bindings; in 
social networks; or in a dynamic, decentralized computing environment. 

BACKGROUND OF THE INVENTION 

Centralized computing architecture continues the fiction that began with mainframe 
computers in the 1950s that all computation can be wholly accomplished by a single 
computer system. This architecture assumes that all resources are local to the computer 
system. All resources are addressed, discovered, loaded, used, and freed (and all are 
assumed to exist) inside a single computer system. Today and for the foreseeable future, 
however, resources — and with the popularity of the Internet, user data — are scattered across 
a multiplicity of computer systems, often in different trust domains, and each with its own 
security policy. The centralized computing architecture of the past has many problems that 
continue to the present day. FIGURE 1 illustrates some of these problems in greater detail. 

A mainframe computer 104 is designed to handle intensive computational tasks. See 
FIGURE 1. Mainframe computers, such as the mainframe computer 104, are characterized 
by their ability to simultaneously support many users connected to the computer by 
terminals. The name is derived from "main frame," the cabinet originally used to house the 
processing unit of such computers. A number of nodes 102A-102D are coupled to the 
mainframe computer 104. A node is a device, such as client computers 102A-C, a shared 
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printer 102D, or other devices that are connected to a network 100 and are capable of 
communicating with other network devices. Suppose node 102A wishes to communicate 
with node 102D and node 102B wishes to communicate with node 102C. Because 
nodes 102A-102D are all local to the mainframe computer 104, the mainframe computer 104 
has a global view over these nodes 102A-102D and is capable of knowing which of these 
nodes are available for communication. For example, if both nodes 102A, 102D are 
available, the mainframe computer 104 allows communication to occur between nodes 102 A, 
102D. Similarly, if nodes 102B, 102C are available, the mainframe computer 104 allows 
nodes 102B, 102C to communicate with one another. The centralized computing 
architecture of the mainframe computer 104 permits the entire problem of matching nodes 
that can communicate with one another to be seen at once, and matchings between 
communicable nodes can be found in no time at all. 

Consider a scenario in which the mainframe computer 104 were to be absent from the 
network 100. In this case, the problem of matching one node to another node for 
communication seems insurmountable. All that a node, such as nodes 102A-102D, would 
see is its immediate neighbors. For example, node 102 A may see only node 102B or 
node 102D, but not node 102C. Suppose that node 102B commits early to node 102 A for 
communication and correspondingly node 102C commits early to node 102D for 
communication. Because of such early commitments, nodes 102B, 102C do not see each 
other as a potential match for communication. Suppose further that instead of committing to 
node 102B by node 102A and node 102C by node 102D, node 102 A proceeds to connect 
with node 102D for communication. A deadly embrace or a deadlock has arisen, which is a 
situation that occurs when two programs, devices, or nodes (such as nodes 102B, 102C) are 
each waiting for a response from node 102A, 102D before continuing. Of course, no 
responses will ever be received from nodes 102 A, 102D because nodes 102 A, 102D have 
already connected together for communication to the detriment of nodes 102B, 102C. 

The centralized computing architecture impedes the growing decentralized 
architecture of the Internet, where, as discussed above, user data is scattered across a 
multiplicity of computer systems. Another problem has to do with the dynamic nature of the 
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decentralized architecture of the Internet. Additional nodes that may come into existence, 
hence growing the network 100 dynamically. This complicates the ability of the 
network 100 to match available nodes to one another so that communication can occur 
between two nodes in the presence of the dynamic introduction of nodes. To avoid deadlock, 
5 any node that can be matched should be matched. 

In sum, centralized computing architectures do not work well for large-scale 
computer systems, such as the Internet, that are decentralized. Deadlocks may occur when 
nodes cannot find other nodes for communication even though they are available and willing 
to communicate. Without a protocol that can suitably work in a dynamic, decentralized 

10 computing environment and coordinate the matching of dynamic, decentralized nodes that 
allow communication to occur, users may eventually no longer trust the network 100 to 
provide a desired computing experience, and demand for the network 100 will diminish over 
time in the marketplace. Thus, what is needed is a matching method and system for 
communicable nodes in a dynamic, decentralized computing environment while avoiding or 

1 5 reducing the problems discussed above. 

SUMMARY OF THE INVENTION 
The term "nodes" hereinbelow means the inclusion of points on computer equipment, 
Web services, protein bindings, social networks, that allow one entity to become associated, 
permanently or temporarily, with another entity. In accordance with this invention, a system, 

20 protocol, and computer-readable medium for matching communicable nodes in a dynamic, 
decentralized computing environment is provided. The system form of the invention 
comprises a decentralized computing environment, which includes a number of nodes. Each 
node in the number of nodes is a neighboring node of other nodes in the number of nodes. 
Each node is capable of querying the availability of neighboring nodes for a match. The 

25 match is formed when a first node queries the availability of a second node and the second 
node in response queries the availability of the first node. 

In accordance with further aspects of this invention, a protocol form of the invention 
includes a computer-implemented protocol for matching communicable nodes in a dynamic, 
decentralized computing environment. The protocol comprises inviting nodes to 
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communicate to find a match. The protocol further comprises discovering matching 
availability of nodes by sending availability messages. The protocol yet further comprises 
forming a match where upon sending another availability message from a first node to a 
second node, the second node responds with an answer selected from a group consisting of 
5 an availability message and a yes message. 

In accordance with further aspects of this invention, a computer-readable medium 
having computer-executable instructions for performing a method for matching 
communicable nodes in a dynamic, decentralized computing environment, the protocol 
comprises inviting nodes to communicate to find a match. The protocol further comprises 

10 discovering matching availability of nodes by sending availability messages. The protocol 
yet further comprises forming a match where upon sending another availability message 
from a first node to a second node, the second node responds with an answer selected from a 
group consisting of an availability message and a yes message. 

BRIEF DESCRIPTION OF THE DRAWINGS 

!5 The foregoing aspects and many of the attendant advantages of this invention will 

become more readily appreciated as the same become better understood by reference to the 
following detailed description, when taken in conjunction with the accompanying drawings, 
wherein: 

FIGURE 1 is a block diagram illustrating a conventional network that comprises a 
20 mainframe computer 104 and multiple nodes; 

FIGURE 2 is a block diagram illustrating multiple nodes attempting to match other 
nodes for communication, in accordance with one embodiment of the present invention; 

FIGURE 3A is a block diagram illustrating communicable nodes in the process of 
matching, according to one embodiment of the present invention; 
25 FIGURE 3B is a protocol diagram illustrating an inviter and three nodes 

communicating with one another to determine a match, according to one embodiment of the 
present invention; and 

FIGURES 4A-4M are process diagrams illustrating a method for matching 
communicable nodes in a dynamic, decentralized computing environment. 
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DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT 
Various embodiments of the present invention treat computing entities in a dynamic, 
decentralized computing environment as if these computing entities were nodes in a graph 
linked by edges so as to match these nodes until no further matches are possible. New nodes 
may dynamically be introduced into the decentralized computing environment and yet 
various embodiments of the present invention continue to match nodes while inhibiting 
deadlocks in the decentralized computing environment. Various embodiments of the present 
invention provide a protocol used by each node to probe neighboring nodes to determine 
whether a potential match is possible. The centralized computing architecture of the past 
need not be used in various embodiments of the present invention because each node has the 
potential on its own to discover nodes that it can match, hence facilitating the decentralized 
computing architecture, an outstanding example of which is the Internet. 

A dynamic, decentralized computing environment 200 is illustrated at FIGURE 2. 
The dynamic, decentralized computing environment 200 includes a number of 
nodes 200A-200I. Each node is a device, such as a client computer, a server, a shared 
printer, or other computing devices, that is capable of communicating with other nodes. 
Node 200A is linked to node 200D by an edge, which is illustrated by a line with arrowheads 
at the termini. Node200A is linked to node200B by another edge, illustrated by an 
arrowhead at one terminus of a line pointing to node 200A and another arrowhead at the 
other terminus pointing to node 200B. A further edge links node 200B to node 200C where 
arrowheads at the termini of the line point to both nodes 200B, 200C. Node 200C is visually 
presented by dashed lines, signifying that node 200C is a new node being introduced to the 
dynamic, decentralized computing environment 200. The term "dynamic" means the 
inclusion of the introduction of a node into the dynamic, decentralized computing 
environment, which did not contain the introduced node at an immediate point in time past. 
Node 200D is linked to node 200E by an edge whose arrowheads on a line point to nodes 
200D, 200E. Node 200E is linked to node 200F by another edge with one arrowhead at one 
terminus pointing to node 200E and another arrowhead at the remaining terminus pointing to 
node 200F. An edge links nodes 200F, 200H, which is visually shown by arrowheads on a 



MSFT\21271API.DOC 



-5- 



line pointing to nodes 200F, 200H. Node 200E is linked to node 200G by another edge, 
presented as a line with arrowheads at its termini. Node 200G, 2001 are linked by a line 
with arrowheads at its termini, which defines an edge. 

Nodes 200A-200H and their edges form a graph, which consists of zero or more 
nodes 200A-200I and zero or more edges, which connect pairs of nodes. A match occurs if 
there is an edge connecting two free nodes and the two free nodes are willing to commit to 
each other. To ensure that deadlock is inhibited in the dynamic, decentralized computing 
environment 200, each free node that wishes to communicate is matched until there are no 
more edges that can link two free nodes together. The fact that node 200C and other nodes 
can dynamically appear in the dynamic, decentralized computing environment 200 causes the 
matching process to be unfinished. If the newly introduced node, such as the node 200C, is 
linked to another node, such as the node 200B, that has already been matched to node 200A, 
further matching for node 200C may not be possible. However, if the newly introduced 
node, such as node 200C, appears as a neighbor to a free node that wishes to communicate 
with node 200C, a new match may be possible. 

One of the challenges of matching nodes in the dynamic, decentralized computing 
environment 200 is that each node has knowledge of its immediate neighbors, which are 
linked to the node by edges. For example, node200A is aware of node200D and 
node 200B, but not node 200E. Nodes 200B, 200D are potential matches for node 200A. 
What is unknown is that node 200D may have been matched to node 200E and node 200B 
may have been matched to node200C, rendering nodes 200B, 200D unavailable for 
matching with node200A for communication. Various embodiments of the present 
invention provide a set of rules or standards designed to enable nodes to connect with one 
another and to exchange information while avoiding or reducing deadlocks in the dynamic, 
decentralized computing environment 200. Each of nodes 200A-200I is executing 
potentially at the same time and running the same protocol. The matching method begins 
with the decision by a node to associate with a neighbor. Various embodiments of the 
present invention allow a node to begin a dialog with a neighboring node so as to ascertain 
whether there is a likelihood of matching. 
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Consider a situation where node200A commits to match with node200D, but 
node 200D is unable to commit to node 200A because node 200D has already been matched 
with node 200E. At the same time, node 200B has committed to match with node 200C, but 
node 200C has already been matched with another node (not shown). In other words, this is 
a situation where node 200 A and node 200B are two nodes adjacent to each other with an 
edge that cannot be matched because of early commitments by both nodes 200A, 200B. 
Thus, maximal matching is not possible. Various embodiments of the present invention 
inhibit such a situation. Various embodiments of the present invention need not lock the 
graph in order to match nodes. This allows new nodes, such as node 200C, to be introduced 
into the dynamic, decentralized computing environment 200. 

To simplify the discussion of a protocol used by various embodiments of the present 
invention allowing nodes to negotiate to form matches, only three nodes 302-306 are 
illustrated in a network 300A. A match occurs when two of nodes 302-306 are committed to 
one another for communication. Node 302 includes two ports 302Z, 302X, only one of 
which is available for communication. Mathematically, node 302Z is denoted by the letter Z 
and node 302X is denoted by the letter X. The phrase "Z + X" denotes that only one port 
among ports Z, X is available for communication at the node 302. Node 304 includes 
port 304 X and port 304 Y . Node 304 can match with another node only through one of the 
ports 304 X, 304 Y. Mathematically, the port 304 X is denoted by the letter X and the 
port 304 Y is denoted by the letter Y . The mathematical phrase " X + Y " denotes that only 
one port X , Y is available for matching and communication from node 304. Node 306 
includes ports 306Y, 306 Z. Mathematically, the port 306Y is denoted by the letter Y and 
the port 306 Z is denoted by the letter Z . The phrase "Y + Z " denotes that only one port Y, 
Z is available for matching and communication at node 306. 

The problem seems insurmountable if each node 302-306 has to determine which of 
its neighbors are available for matching. There is an edge (illustrated by a line with 
arrowheads at the termini) connecting port 302Z of the node 302 and the port 306 Z of 
node 306. Another edge exists to link the port 302X of node 302 with the port 304 X of 
node 304 (the edge being a line with arrowheads pointing to ports 302X, 304 X). Another 
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edge (another line with arrowheads at the termini) exists to link the port 304 Y of node 304 
and the port 306Y of the node 306. Mathematically, these edges show that there is a reaction 
potential between the port 302Z and the port 306 Z because node 302 can input information 
via the port302Z and node 306 can send information through the port 306 Z. Similarly, 
there is a reaction potential between node 302 and node 304 through the ports 302X, 304 X . 
The port 302X can input information which can be sent by the port 304 X . There is another 
reaction potential between node 304 and node 306 via ports 304 Y and port 306 Y. 
Information can be input through the port 306Y and output by the port 304 Y . 

Consider a n calculus sentence "X.P | X.R n in which the term X represents the port 
304 X of node 304; period "." signifies a continuation of the process P when the port 304 X 
has completed its operations; the vertical bar " | " represents operations running in parallel; 
the term X represents the port 302X; and the term R represents a process that runs as a 
continuation from the termination of the process running at the port 302X. This n calculus 
sentence denotes that a first process outputs information on a port X which then continues 
by a process P. The first process " X .P " is running in parallel with a second process " X.R, n 
which receives information on a channel X and is then followed by the execution of the 
process R. To avoid a deadly embrance or a deadlock, the above n calculus sentence should 
transition to a second n calculus sentence "P | R M . If it does not, a deadly embrace or a 
deadlock may have occurred. In other words, the two phrases across the vertical bar in the 
first 7i calculus sentence should be able to react to continue to the second n calculus 
sentence. If they do not, the system is not working properly, and as discussed above, the 
undesired existence of a deadlock arises. 

Various embodiments of the present invention allows a solution to converge among 
nodes 302-306 so that a match occurs. Various embodiments of the present invention allow 
mutually exclusive actions denoted mathematically by phrases "Z + X", "X + Y and 
" Y + Z " and their communications to remain mutually exclusive. Various embodiments of 
the present invention inhibit one node from committing to another node until a port on one 
node is willing to commit to a compatible port on the other node. If such a commitment is 
not possible, various embodiments of the present invention disallow a match to occur. In 
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other words, various embodiments of the present invention allow communication between 
nodes to occur unless the communication is preempted by another exclusive communication 
on a node. Each embodiment of the present invention runs symmetrically on each node. 
Additionally, communication between nodes occurs asynchronously with the nodes' 
5 neighbors. The term "asynchronous" means the inclusion of a situation in which when a 
node outputs a communication, the node need not block and wait until the node receives a 
response that such a communication was successful. Each node communicates and continues 
in various embodiments of the present invention. This simplicity in design enhances 
concurrency and allows each node to have the independent ability to handle incoming 

10 communication. 

A protocol 300B for matching communicable nodes in a dynamic, decentralized 
computing environment is shown at FIGURE 3B. The protocol 3 00B is used by an 
inviter 308 and nodes 302-306 to find a match between two nodes. The inviter 308 discovers 
that nodes 302-306 may communicate with one another and invite nodes 302-306 to 

1 5 ascertain if there is a match between two nodes among nodes 302-306. The inviter 308 sends 
a first set of invites 308-1, which comprises invites 308A, 308B. The invite 308A is sent to 
node 302 and the invite 308B is sent to node 304. Invites 308A, 308B contain addresses of 
nodes 302, 304 so as to allow nodes 302, 304 to communicate with one another. Another set 
of invites 308-2, which comprises invites 308C, 308D, is respectively sent to nodes 302, 306. 

20 Invites 308C, 308D contain addresses of nodes 302, 306 so as to allow nodes 302, 306 to 
communicate with one another. A further set of invites 308-3 comprises invite 308E to be 
sent to node 304 and invite 3 08F to be sent to node 306. Invites 308E, 308F allow 
nodes 304, 306 to communicate with one another to determine a potential match. 
Invites 308E, 308F contain addresses of nodes 304, 306 so as to allow nodes 304, 306 to find 

25 and communicate with one another to determine a potential match. These sets of 
invites 308-1, 308-2, and 308-3 form a portion 310 of the protocol 300B in which potential 
communicable nodes are invited to communicate with one another to find a potential match. 

Another portion 312 of the protocol 300B allows nodes 302-306 to ascertain nodes 
that are available for a match. With the address of node 304, node 302 sends an available 
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message 302A to node 304 to ascertain the matching availability of node 304. Node 304 also 
sends an available message 304A to node 306. Similarly, node 306, knowing the address of 
node 302, sends an available message 3 06A to node 302 to ascertain the matching 
availability of node 302. In response to the available message 302A, node 304 responds with 
a maybe message 304B to node 302 to let node 302 know that node 304 is potentially 
available. A maybe message 306B is sent by node 306 to node 304 to acknowledge the 
availability of node 306 as a potential match. Similarly, node 302 sends a maybe 
message 302B to node 306 to reveal the availability of node 302 to a potential match. Thus, 
in sum, portion 312 of the protocol 300B allows nodes to discover the availability of 
neighboring nodes. 

Another portion 314 of the protocol 300B finalizes matched nodes and rejects other 
nodes. Again, node 302 sends an available message 302C to node 304 to inform node 304 
that node 302 is still available for a match. Node 304 also sends an available message 304C 
to node 306. Contemporaneously, node 306 also sends an available message 306C to 
node 304 that it is available for a match. (In other words, messages 304C, 306C cross each 
other as illustrated by an edge with arrowheads at both termini of the edge.) Node 304 
receives the available message 306C from node 306 and realizes that a match has occurred 
despite the fact that node 306 never sent a maybe message. Therefore, node 304 responds to 
node 302 with a no message 304D rejecting node 302 as a potential node for a match. Thus, 
the portion 314 of the protocol 300B concludes the discovery of available nodes and causes 
two nodes to commit to each other to form a match. (Node 302 preferably remains in the 
number of nodes available for future matches.) 

FIGURES 4A-4M illustrate a method 400 for matching communicable nodes in a 
dynamic, decentralized computing environment. For clarity purposes, the following 
description of the method 400 makes reference to various elements illustrated in connection 
with the dynamic, decentralized computing environment 200 (FIGURE 2), a network 300A 
(FIGURE 3A), and a protocol 300B for matching communicable nodes in a dynamic, 
decentralized computing environment (FIGURE 3B). From a start block, the method 400 
proceeds to a set of method steps 402, defined between a continuation terminal 
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("terminal A") and an exit terminal ("terminal B"). The set of method steps 402 describes the 
identification of nodes by an inviter that are capable of communicating with each other and 
the inviter invites communication among these nodes. 

From terminal A (FIGURE 4B), the method 400 proceeds to block 408 where the 
inviter 308 identifies two nodes 302-306 that can communicate with each other (i.e., this is 
an edge in a graph of nodes). The method 400 from block 408 can concurrently split its 
execution into three programmatic paths: blocks 410, 416, and 420. At block 410, each node 
has an address and is discovered by the inviter 308. (The two addresses of the two nodes 
form an edge between two nodes in a graph.) The inviter 308 invites a first node to 
communicate with a second node to explore the possibility of a match. See block 412. The 
method 400 then proceeds to block 414 where the invitation includes the edge containing the 
addresses of the two nodes. The method 400 then proceeds to the exit terminal B. 
Concurrently, at block 416, the inviter 308 invites the second node to communicate with the 
first node to explore the possibility of a match. The invitation includes the edge including 
the two addresses of the two nodes. See block 418. The method 400 then proceeds to the 
exit terminal B. Concurrently, at decision block 420 a test is made to determine whether 
there are more nodes that can be identified. If the answer to the test at decision block 420 is 
YES, the method 400 loops back to block 408 where the above-identified processing steps 
are repeated. Otherwise, the answer to the test at decision block 420 is NO, and the 
method 400 loops until there are more nodes that can be identified. From the exit terminal B, 
the method 400 proceeds to a set of method steps 404 defined between a continuation 
terminal ("terminal C") and an exit terminal ("terminal D"). The set of method steps 404 
describes the process by which nodes identified by the inviter 308 communicate with each 
other to find a match. 

From terminal C (FIGURE 4C), the method 400 proceeds to block 422 where the first 
node receives the invitation, which includes the edge (formed by the two addresses of the 
two nodes) sent by the inviter 308. Next, at decision block 424, a test is made to determine 
whether the first node has already been matched to another node. If the answer to the test at 
decision block 424 is YES, the method 400 proceeds to another continuation terminal 
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("terminal F") where the method 400 terminates execution. If the answer to the test at 
decision block 424 is NO, another decision block 426 is entered by the method 400 where a 
test is made to determine whether the edge is already known to the first node. If the answer 
is YES to the test at decision block 426, the method 400 proceeds to terminal F where it 
terminates execution. Otherwise, the answer to the test at decision block 426 is NO, and the 
method 400 proceeds to another continuation terminal ("terminal CI"). 

From terminal CI (FIGURE 4D), the method 400 proceeds to block 428 where the 
method 400 gets the length of a neighbor's array (which contains a number of edges) of the 
first node. The use of an array is discussed here for illustrative purposes only. Any suitable 
data structure can be used and the invention is not limited to the use of arrays. Next, at 
block 430, the length is assigned to a variable index. The edge (formed by the two addresses 
of the two nodes) is stored at a location in the neighbor's array (addressed by the variable 
index). See block 432. The method 400 then proceeds to decision block 434 where a test is 
made to determine whether the edge is the only edge in the neighbor's array. If the answer is 
NO to the test at decision block 434, the method 400 continues to the terminal F where it 
terminates execution. Otherwise, the answer to the test at decision block 434 is YES, and the 
method 400 proceeds to block 436 where the first node sends an availability message to the 
second node to determine the second node's availability for communication. The 
method 400 then proceeds to the exit terminal D. 

From terminal D (FIGURE 4 A), the method 400 proceeds to a set of method 
steps 406 defined between a continuation terminal ("terminal E") and terminal F, which is an 
exit terminal. The set of method steps 406 describes the process in which matched nodes 
confirm communication with each other and reject other nodes. 

From terminal E (FIGURE 4E), the method 400 proceeds to block 438 where the 
second node receives and processes the availability message sent by the first node. Next, at 
decision block 440, a test is made to determine whether the second node has already been 
matched to another node. If the answer to the test at decision block 440 is NO, another 
continuation terminal ("terminal E2") is entered by the method 400. Otherwise, the answer 
to the test at decision block 440 is YES, and the second node answers NO to the first node. 
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See block 442. The method 400 then proceeds to block 444 where the first node checks to 
ensure that the second node is the node to whom an invitation or an availability message was 
sent. The method 400 then enters another continuation terminal ("terminal El"). 

From terminal El (FIGURE 4F), the method 400 proceeds to block 446 where the 
method 400 removes the edge (formed by the two addresses of the two nodes) from the 
neighbor's array. Next, at block 448, the first node prepares to issue an availability message 
to another node. A test is made to determine whether there is an edge in the neighbor's array. 
See decision block 450. If the answer to the test at decision block 450 is NO, the 
method 400 proceeds to the exit terminal F and terminates execution. Otherwise, the answer 
to the test at decision block 450 is YES, and the method 400 proceeds to block 452 where the 
first node chooses a new node to communicate so as to find a match. The method 400 then 
continues to terminal E where the above-described processing steps are repeated. 

From terminal E2 (FIGURE 4G), the method 400 proceeds to decision block 454 
where a test is made to determine whether there is an edge in the neighbor's array of the 
second node. If the answer to the test at decision block 454 is NO, the method 400 proceeds 
to another continuation terminal ("terminal E3"). Otherwise, the answer to the test at 
decision block 454 is YES, and the method 400 proceeds to another decision block 456 
where another test is made to determine whether this is the edge to which an availability 
message was sent. If the answer is NO to the test at decision block 456, the method 400 
proceeds to terminal E3. Otherwise, the answer to the test at decision block 456 is YES, and 
the method 400 proceeds to block 458 where the second node checks to ensure that the first 
node is the node from which an invitation or an availability message was sent. The 
method 400 then continues to another continuation terminal ("terminal E4"). 

From terminal E4 (FIGURE 4H), the method 400 proceeds to block 460 where the 
taken state of a second node is set to TRUE, signifying that the second node is matched to 
the first node. Next, at block 462, the contents of the neighbor's array of the second node is 
cleared now that the second node has been matched. The method 400 then proceeds to 
terminal F where it terminates execution. 
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From terminal E3, the method 400 proceeds to decision block 464 where a test is 
made to determine whether the edge is already known to the second node. If the answer to 
the test at decision block 464 is NO, the method 400 proceeds to another continuation 
terminal ("terminal E6"). Otherwise, the answer to the test at decision block 464 is YES, and 
5 the method 400 gets the length of a neighbor's array (which contains a number of edges) of 
the second node. See block 466. Next, at block 468, the length is assigned to a variable 
index. The method 400 then continues to another continuation terminal ("terminal E5"). 

From terminal E5 (FIGURE 4J), the method 400 proceeds to block 470 where the 
edge (formed by the two addresses of the two nodes) is stored at a location in the neighbor's 

10 array (addressed by the variable index). Next, at decision block 472, a test is made to 
determine whether the edge is the only edge in the neighbor's array. If the answer is NO to 
the test at decision block 472, the method 400 proceeds to terminal E6. Otherwise, the 
answer to the test at decision block 472 is YES, and the second node response with a YES to 
the first node. See block 474. The method 400 then continues to block 476 where the first 

15 node checks to ensure that the second node is the node to which an invitation or an 
availability message was sent. Next, at block 478, the taken state of the first node is set to 
TRUE, signifying that the first node is matched to the second node. The method 400 then 
proceeds to another continuation terminal ("terminal E7"). 

From terminal E7 (FIGURE 4K), the method 400 proceeds to block 480 where the 

20 contents of the neighbor's array of the first node is cleared now that the first node has been 
matched. Next, at block 482, the second node checks to ensure that the first node is a node 
from which an invitation or an availability message was sent. The taken state of the second 
node is set to TRUE, signifying that the second node is matched to the first node. See 
block 484. The contents of the neighbor's array of the second node is cleared now that the 

25 second node has been matched. See block 486. The method 400 then continues to the exit 
terminal F where it terminates execution. 

From terminal E6 (FIGURE 4L), the method 400 proceeds to block 488 where the 
second node answers MAYBE to the first node. Next, at block 490, the first node checks to 
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ensure that the second node is the node to which an invitation or an availability message was 
sent. The method 400 then continues to another continuation terminal ("terminal E8"). 

From terminal E8 (FIGURE 4M), the method 400 proceeds to block 492 where the 
first node prepares to issue an availability message to another node. Next, at decision 
5 block 494, a test is made to determine whether there is an edge in the neighbor's array. If the 
answer to the test at decision block 494 is NO, the method 400 proceeds to the exit 
terminal F and terminates execution. Otherwise, the answer to the test at decision block 494 
is YES, and the first node chooses a new node to communicate so as to find a match. See 
block 496. The method 400 then continues to terminal E where the above-described 
10 processing steps are repeated. 

While the preferred embodiment of the invention has been illustrated and described, 
it will be appreciated that various changes can be made therein without departing from the 
spirit and scope of the invention. 
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